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The Partner of Choice
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SEE DETAILS

ISSUED
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20/07/05 16715
NOTES 13 - 19 ADDED.

TEST SPEC NOTE ADDED.

CSM COVER CHANGED FROM 

8601731-01 TO NEW 8601731-02 23/09/05 16765

MTG HOLES ON ADAPTOR PLATE 

CHANGED FROM Ø4.5 TO Ø5.5
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PICTORIAL UPDATE.

NEW ROTOR CUP SHOWN.
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IMPELLER CHANGED FROM 
8600628 TO 8602237
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17966B19/11/09
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LABEL. LOGO DELETED.

IMPELLER MATERIAL 
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NOW LM2.
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LABEL DETAIL
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DSB144-22 230V ~ 50Hz
1.20A 140W CLASS 'B'

Model:

Date:  WW/YY

Part No:  077458

Serial:  XXXX

W/O:  XXXXXX

SN3 3JB
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3 HOLES TAPPED M4x0.7
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100.00 PCD
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SUPPLY INTERFACE
AMP HEADER

PART No. 1-350943-0
MATING PART Nos.

350766-1 (HOUSING)
926895-1 (TERMINAL)
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230V 50-60Hz
1.20A 140W

CLASS 'B'

NOTES:- 
1.   SUPPLY VOLTAGE : 184 TO 268V 50/60Hz.
2.   SPEED CONTROL VIA PWM INPUT, CARRIER FREQUENCY RANGE : 3.5 TO 25kHz.

      REQUIRES 5mA DRIVE CURRENT.
      VOLTAGE RANGE : 5 TO 36V DC (REFER TO INTERFACE CONNECTION DIAGRAM)
3.   REFER TO GRAPH G10015 FOR OPEN-LOOP SPEED AGAINST PWM DEMAND INPUT.
      INPUT PWM REQUIRED FOR BLOWER START : 20 % MAX.

4.   SPEED OUTPUT SIGNAL : 2 POSITIVE PULSES PER REVOLUTION WITH 1:1 MARK - SPACE RATIO.
      HIGH LEVEL : 12V DC. LOW LEVEL : 0.4V DC MAX. (REFER TO INTERFACE CONNECTION DIAGRAM)
5.   AMBIENT TEMPERATURE RANGE : -10°C TO +50°C.
      MAXIMUM AIR / GAS TEMPERATURE : +80°C.
      STORAGE TEMPERATURE RANGE : -30°C TO +80°C.

6.   AIR PERFORMANCE GRAPH G10014.
7.   DYNAMIC BALANCE STANDARD :- ISO/1940 G2.5 @ 8600 RPM
8.   PROTECTION FEATURES : LOCKED ROTOR - BLOWER WILL ATTEMPT TO 
      RESTART EVERY 1 SECOND UNTIL CONDITION IS CLEARED.
9.   WEIGHT :- 1.5Kg

10. PCB IS CONFORMALLY COATED.
12. UNTOLERANCED DIMENSIONS ARE FOR REFERENCE PURPOSES ONLY.
13. IMPELLER MATERIAL: GRILON BM-15/2 EC BLACK.
14. HOUSING MATERIAL: ALUMINIUM ALLOY DIE CAST LM2.
15. DESIGNED IN ACCORDANCE WITH BS EN 60335-1 AND BS EN 60335-2-80.

16. FOR INCORPORATION INTO ORIGINAL EQUIPMENT MANUFACTURORS APPLIANCE.
17. SUITABLE FOR GAS / AIR MIXTURE AND DOMESTIC GAS APPLIANCE.
18. DESIGNED IN ACCORDANCE WITH BS EN 55014-1 AND BS EN 55014-2.
19. DESIGNED IN ACCORDANCE WITH BS EN 61000-3-2 AND BD EN 61000-3-3.
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EQUI-SPACED ON 84.0 PCD
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NOTE:-
INLET ADAPTOR PLATE 8601882
AND 'O' RING 084341 TO BE 
SUPPLIED LOOSE WITH BLOWER.
TO BE ATTACHED TO COVER AS 

SHOWN ABOVE USING 2 M5 
SCREWS, 'O' RING TO BE 
LOCATED IN COVER GROOVE.
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4 COUNTERBORED HOLES Ø5.7/5.5

EQUI-SPACED AS SHOWN
ON A 71±0.1 PCD.

SEE SECTION 'Z' - 'Z' 
FOR COUNTERBORE DETAIL

TEST SPEC. TS077458
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