
6-13.38

Internal structure

Specification

Product weight

Code of order

HUR(L) series Directional Rotary Clamp Cylinder
Product features/ Code of order

(mm)

Max. operating pressure





Rotation angle

kgf/cm2(kPa)

kgf/cm2(kPa)

mm

mm

Ø32 Ø40 Ø63Ø50Ø25

9

13

11

15

13

17

Ø40 Ø50 Ø63Ø32Ø25
5.11.3 1.7 2 3.2



25RHU



13



D



MF

None: UnilateralNone : Standard R
ot

ar
y 

U
nd

er
 p

re
ss
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e
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ke

Item
Action

Fluid

Under pressure stroke

Body material

Rotation direction

MC

L

R
D

D : Bilateral

100 ( 10000 )

5 ~ 70 ( 500 ~ 7000 )

90 ± 2
Left (From right to left) - L; Right (From left to right) - R

Double acting

Clean oil ( ISO - VG 68 )

Carbon steel

MC : Manifold block
  with speed control type

Stroke size
Unit: kg

Weight

25 -  Ø25 mm
32 -  Ø32 mm
40 -  Ø40 mm
50 -  Ø50 mm
63 -  Ø63 mm

Ø25 -  13 mm
Ø32 -  15 mm
Ø40 -  15 mm
Ø50 -  17 mm
Ø63 -  17 mm

Press stroke
(Not include rotation
stroke)

※ 90  is standard
rotate angle

O

※ 0 45 60  is
made-to-order

O O O

L: Left rotation type
(from right to left)

R: Right rotation type
(from right to left)

Bore size

°



6-13.39

Internal structure

Specification

Product weight

Code of order

HUR(L) series Directional Rotary Clamp Cylinder
Product features/ Code of order

(mm)

Max. operating pressure





Rotation angle

kgf/cm2(kPa)

kgf/cm2(kPa)

mm

mm

Ø32 Ø40 Ø63Ø50Ø25

9

13

11

15

13

17

Ø40 Ø50 Ø63Ø32Ø25
5.11.3 1.7 2 3.2



25RHU



13



D



MF

None: UnilateralNone : Standard R
ot

ar
y 

U
nd

er
 p

re
ss

ur
e

st
ro

ke

Item
Action

Fluid

Under pressure stroke

Body material

Rotation direction

MC

L

R
D

D : Bilateral

100 ( 10000 )

5 ~ 70 ( 500 ~ 7000 )

90 ± 2
Left (From right to left) - L; Right (From left to right) - R

Double acting

Clean oil ( ISO - VG 68 )

Carbon steel

MC : Manifold block
  with speed control type

Stroke size
Unit: kg

Weight

25 -  Ø25 mm
32 -  Ø32 mm
40 -  Ø40 mm
50 -  Ø50 mm
63 -  Ø63 mm

Ø25 -  13 mm
Ø32 -  15 mm
Ø40 -  15 mm
Ø50 -  17 mm
Ø63 -  17 mm

Press stroke
(Not include rotation
stroke)

※ 90  is standard
rotate angle

O

※ 0 45 60  is
made-to-order

O O O

L: Left rotation type
(from right to left)

R: Right rotation type
(from right to left)

Bore size

°

HUR(L)  Ø25 ~ Ø63
HUR(L)Double clampD

Taper 1 : 10

Unilateral lever size

Right

Left

Right

Left

l

Bore size
(mm) (mm) (mm) (3.5MPa)mm2

Ø25
G1 G2

Ø32
Ø40
Ø50
Ø63

Bore size
Ø25

ST

F H I J K L M N N1 N2 O P R S TN3

A A1 A2 A3 B C D1 D2 D3 D4 E1 E2

Ø32
Ø40
Ø50
Ø63

Bore size

Ø25
Ø32
Ø40
Ø50
Ø63

HUR(L) series Directional Rotary Clamp Cylinder
Dimension

HER

SCR(L)

HSR(L)

HBR(L)

HUR(L)

HFK

HUK

HN

HS

HCF

HFR(L)

HLK

HCK

HCS

HCQ

HGR(L)

Stroke
Rotary
stroke

Clamp
stroke

Pressure area
pressure side
pull side

Theoretical
clamp force(N) Clamp length



6-13.40

HUR(L) _ MC HUR(L) - MCDouble clampD
A Clamp port
B Release port

Unilateral lever size

A

B

Right

Left

Right

Left

(mm) (mm) (mm) (3.5MPa)mm2

Ø25

ST A A1 A2 A3 B C1 D1 D2 D3 D4 E1 E2 E3

G1 G2

Ø32
Ø40
Ø50
Ø63

Ø25
Ø32
Ø40
Ø50
Ø63

Ø25
Ø32
Ø40
Ø50
Ø63

F G1 G2 H I J K L M1 N O P R S TO-Ring

HUR(L) series Directional Rotary Clamp Cylinder
Dimension

Stroke Rotary
stroke

Clamp
stroke

Pressure area
pressure side
pull side

Theoretical
clamp force(N) Clamp length

Taper 1 : 10

Taper 1 : 10

Bore size

Bore size

Bore size




