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HUR(L) series Directional Rotary Clamp Cylinder
Dimension

Stroke Rotary
stroke

Clamp
stroke

Pressure area
pressure side
pull side

Theoretical
clamp force(N) Clamp length

Taper 1 : 10

Taper 1 : 10

Bore size

Bore size

Bore size

Internal structure

Specification

Product weight

Code of order

HUK series Hydraulic Lever Clamp Cylinder
Product features/ Code of order
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Max. operating pressure

Pressure range
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Bore size

25

Model

HUK

None: Standard 

F: Manifold type
F

Item
Piston rod size

Standard stroke

Action

Fluid 

5 ~ 50 ( 500 ~ 5000 )

70 (7000)

Clean oil ( ISO - VG68 )

Double acting

Note: Theoretical clip force = the operating pressure is 30kgf/cm2.

2 5  -  Ø 2 5 m m
3 2  -  Ø 3 2 m m
4 0  -  Ø 4 0 m m
5 0  -  Ø 5 0 m m
6 3  -  Ø 6 3 m m

Manifold type

F

Bore size

Unit: kg

Weight

Theoretical clip force
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HUK
HUK           - F

HUK  Ø25 ~ Ø63

HUK -  F  : Manifold block type
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HUK series Hydraulic Lever Clamp Cylinder
Dimension

A Clamp port
B Release port




