
6-11.35

Internal structure

Specification

TM-20 TM-25 TM-32 TM-40

Sensing device With magnet

3.1xP

Double acting

Air

1.5 ~ 7 ( 150 ~ 700 )

0 ~ 60

50 ~ 1000

PT1/8

Lubrication free type
2.6xP

4.9xP

4.1xP

8.0xP

6.9xP

12.5xP

10.5xP



TM series Guide Cylinder (Light load type)

Product features

Item Bore size

Pressure range kgf/cm2(kPa)

mm/s

℃Ambient and fluid temperature

Piston speed

Action

Fluid

Port size

Lubrication

Theoretical force
Push (Note)

Pull (Note)

TM - 20
TM - 25
TM - 32
TM - 40

255075100125150200250300

255075100125150200250300

255075100125150200250300

255075100125150200250300

Bore size and Stroke
Unit: mm

Standard strokeBore siz

Note: “P” indicates air pressure  kgf/cm2

25 –

20 –

32 –

40 –

Ø25

Ø20

Ø32

Ø40

mm

mm

mm

mm

32B

B

U

Ø25 - 25 ~ 300 mm

Ø20 - 25 ~ 300 mm

Ø32 - 25 ~ 300 mm

Ø40 - 25 ~ 300 mm

200TM

TM: 
Twin-guide cylinder unit

B: Bush guide

U: 
Linear bearing guide
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TXB(U)2

TSB(U)2

TMB(U)

GCB(U)

GHB(U)

TCR

TCF

TA(R)

TB(U)2
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TMB(U) Ø25 x

TMB(U) Ø20 x TMB(U) 20 STx

TMB(U) 25 STx
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Stroke
Model (mm)

Max. allowable load Unit: Kgf

(mm)

Max. allowable load
Stroke

Model

Unit: Kgf

Ø5.5 Thru hole
Counterbore Ø9.5×5.5 dp

Port connection Port connection

(Both sides)

100 + Stroke

57 + Stroke

2

Ø6.8 Thru hole
Counterbore Ø11×6.5 dp



(Both sides)

2

102 + Stroke

57 + Stroke

TMB(U) series Guide Cylinder
Dimensions

TMB(U) Ø40 x

TMB(U) Ø32 x TMB(U) 30 STx

TMB(U) 40 STx

(mm)
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Stroke
Model

Max. allowable load Unit: Kgf

Max. allowable load
Stroke

Model

Unit: Kgf

Ø8.7 Thru hole
Counterbore Ø14×8.5 dp

Port connection Port connection

(Both sides)

133 + Stroke

70 + Stroke

2

Ø8.7 Thru hole
Counterbore Ø14×8.5 dp

(Both sides)

133 + Stroke

69 + Stroke

2

Port connection Port connection

TMB(U) series Guide Cylinder

TXB(U)2

TSB(U)2

TMB(U)

GCB(U)

GHB(U)

TCR

TCF

TA(R)

TB(U)2

Dimensions
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TMB(U) Ø40 x

TMB(U) Ø32 x TMB(U) 30 STx

TMB(U) 40 STx

(mm)
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Stroke
Model

Max. allowable load Unit: Kgf

Max. allowable load
Stroke

Model

Unit: Kgf

Ø8.7 Thru hole
Counterbore Ø14×8.5 dp

Port connection Port connection

(Both sides)

133 + Stroke

70 + Stroke

2

Ø8.7 Thru hole
Counterbore Ø14×8.5 dp

(Both sides)

133 + Stroke

69 + Stroke

2

Port connection Port connection

TMB(U) series Guide Cylinder

TXB(U)2

TSB(U)2

TMB(U)

GCB(U)

GHB(U)

TCR

TCF

TA(R)

TB(U)2

Dimensions




